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| Masonry Drill Bits
TA PA R I A T O 0 LS LT D | JAS ANz » Taparia Masonry Drill Bits use high quality Tungsten Carbide
TAPARIA = I¢—|' Tips to enable long and consistent drilling.

@

ISO 9001 : 2015

AN ISO'9001 COMPANY Reg.No. RQ91/373 * Masonry Drill Bits are having fully hardened

body to avoid bending of the drill during

use and for longer life.

* Masonry Drill Bits are with straight shank.
* Useful for drilling holes in concrete,

- - masonry and brick applications.
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PROD.NO A @D L1 L WT. GMS

(Drill Size)

MD 360 | 3 2.7 30 60| 2.5

MD 470 | 4 3.5 35 |70 4.5

MD 585 | 5 4.5 45 |85 8
MD 55100| 5.5 | 5 60 100 12
MD 6100 | 6 S 60 100 12
MD 6150 | 6 S 90 150 19 *‘%
MD 7100 | 7 6 55 100 18
MD 8110 | 8 7 60 110 27
MD 9150 | 9 8.5 90 150 52
MD 10150 10 | 8.5 90 150 52
MD 11150 11 9.5 90 |150 64
MD 12150| 12 | 9.5 90 [150 64
MD 13150 13 | 10| 85 [150 82

TAPARIA TOOLS LTD.

@ Head Office : 423 / 424, A-2, Shah & Nahar, Lower Parel (W), Mumbai - 400 013. Tel : 6147 8600

Fax : 91-22-2495 3230. e E-mail : sales@tapariatools.com e Web Site : http://www.tapariatools.com (M:’)
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